




We reserve the right to amend these specifications at any time without notice.

AFM 85 Series

AFM 85 Magnum

AFM 85 is the largest and the most powerful AFM harvesting head. It has 
strong non-sliding four motor feeding and can easily process big and heavy 
stems. AFM 85 head is designed for really tough harvesting operations.  It is 
equipped with four movable delimbing knives for exceptional delimbing quality 
from butt end to top.  AFM 85 harvester head transforms your machine into a 
highly productive harvester or processor. AFM 85 performs best on big excava-
tor or tracked harvester base.

Technical Specifications: AFM 85 Magnum

AFM 85 Magnum

AFM 85 Magnum

Felling and cutting	
felling diameter (cm), max	 100
cross cutting diameter (cm), max	 75
cross cutter type	 chain saw
output (kW)	 80
chain speed (m/s)	 30
chain pitch 	 3/4”
saw bar length (cm), max	 102
saw chain tensioning	 manual
chain oil tank volume (l)	 19
	
Delimbing	
delimbing knives	 6
fixed delimbing knives	 2
movable delimbing knives	 4
delimbing diameter tip to tip (cm)	  5-70
delimbing pressure adjustment	 proportional
	
Feeding	
feeding system	 4 motors - 3 rollers
feeding force (kN)	 35-50
feeding speed (m/sec)	 0-5
	
Dimensions	
max front knives opening (mm)	 1000
max rollers opening (mm)	 1050
max back knives opening (mm)	 1050
width max (mm)	 2015
length (mm)	 1970
height of the frame (mm)	 1920
weight, incl rotator (kg)	 2900
	

Measuring system	
Standard	 Motomit IT/PC
Kit for optional systems	 Dasa, Valmet, Deere
	
Hydraulic system	
directional valvee type	 LS
max pressure (bar)	 320
	
Recommended base machine	
type	 track based harvester or excavator
weight (tons)	 28-40
min engine output (kw)	 110
min oil flow (l/min)	 450
	
Optional accessories	
color coding	
stump treatment	
saw bar control	
various types of feeding rollers	
top saw with 54 cm bar	
eucalyptus debarking kit	



We reserve the right to amend these specifications at any time without notice.

AFM Combi Series

AFM 50 Combi
AFM 60 Combi

Technical Specifications: AFM 60 Combi / 50 Combi

Felling and cutting		
felling diameter (cm), max	 80/56
cross cutting diameter (cm), max	 60/50
cross cutter type	 chain saw	
output (kW)	 45	
chain speed (m/s)	 40	
chain pitch 	 .404”	
saw bar length (cm), max	 80/64
saw chain tensioning	 automatic	
chain oil tank volume (l)	 11/6
	
Delimbing		
delimbing knives	 3	
fixed delimbing knives	 1	
movable delimbing knives	 2	
delimbing diameter tip to tip (cm)	 5-50 / 4-40
delimbing pressure adjustment	 proportional	

Feeding		
feeding system	 4 motors - 3 rollers	
feeding force (kN)	 23 / 18-22
feeding speed (m/sec)	 0-5 / 0-5,5
 	
Loading		
max opening of arms (mm)	 1120/750
max grip area (m2)	 0,42/0,35
		

Dimensions	  	
max front knives opening (mm)	 1100/510
max rollers opening (mm)	 1050/750
width max (mm)	 1340/1150
length (mm)	 1380/890
height of the frame (mm)	 1000/1150
weight, incl rotator (kg)	 1590/825
		
Measuring system		
Standard	 Motomit IT/PC	
Kit for optional systems	 Dasa,Maxi,TJ 3000	

Hydraulic system	  	
directional valve type	 LS	
max pressure (bar)	 320 bar	

Recommended base machine		
type	 purpose built or excavator	
weight (tons)	 16-25 / 9-16
min engine output (kw)	 80/60
min oil flow (l/min)	 250/180
		
Optional accessories		
color coding		
stump treatment		
saw bar control		
various types of feeding rollers	
top saw with 54 cm bar (only with 60 Combi)	
fixed tilt frame (only with 60 Combi)		

AFM Combi Series heads are unique heavy duty attachments for harvesting, 
processing, sorting and loading operations. By installing AFM Combi heads on 
your base machine you will be able to fell, process, sort and load timber – all 
with just one machine! AFM Combi heads are especially designed for easy and 
efficient processing and timber loading. AFM Combi is an ideal head for opti-
mizing your timber production and decreasing the required space at landings, 
road-sides or when working in combination with a cable yarder.  At sawmills the 
Combi heads are used for optimizing, cutting, sorting and loading the logs by 
the demand of production line.  

We recommend installing AFM 60 Combi on 16-25 tons excavators, tracked saw 
mills loaders or tracked harvesters.  AFM 50 combi is suitable head for smaller 
base machines on 9-16 tons range.



 
 

 
 
 




   

    
   



     
    
    
   
   
 


   
  
     
     

 
 
 
  

       
    
    




        
     
    
   

 
 
 
 
 
  
 
 
 
  
 
 
  

 







AFM-Forest Ltd 
Hakkutie 3 
403020 Jyväskylä, Finland 

tel.  +358 20 765 9050 
fax  +358 20 765 9051 
www.afm-forest.fi 

We reserve the right to amend these specifications at any time without notice.



OUR MAIN GOAL IS EFFICIENCY AND
PROFITABILITY FOR YOUR HARVESTING!

AFM harvester head equipment and accessories
In addition to harvester heads, we offer other high-quality products for forest operations like: loading grapples, boom extenders, and a 
large selection of harvester accessories.

Standard delivery of AFM harvester heads includes the following:

- Motomit measuring systems
- Joy sticks
- Cable kits
- Pressure filters
- Rotators and links
- Hose coils
- Swivels

According to customer needs we also can supply the following:

- Installation kits
- Boom links
- Nose cones
- Boom attachments
- Saw bars, saw chains and chain tools 
- Rubber rollers 
- Rotators and swivels 
- Hydraulic motors and pumps
- Hose protectors

Installation support
We have much experience installing AFM harvester heads on a large variety of base machines. AFM provides recommendations about base 
machine and harvester head combinations; makes the installation design; and assists during installation of the harvester heads.

The same concept of versatility is successfully applied when making the installation on excavators. AFM harvester heads can be installed 
in different ways on excavators:

- Using the excavator boom’s quick adapter. This will allow you to transform your harvester into an excavator quickly and easily! 
- Using the boom link for making only processing work without felling.
- Using a narrow-ended nose cone, to make it easier to get close enough to the stem to make the felling. 
- Using boom stick. It can be used to help move the machine, to lift up the machine for service work, and to increase the boom reach. 
- The boom stick can be also equipped with a small bucket for doing some digging work, such as removing stones or stumps in a forest.

Training
Knowledge is one of the most important factors of success. Together with its dealer network, AFM provides training for AFM harvester heads 
to every customer. We cover the following:

- start-up of the harvester head
- using the harvester head
- service of the harvester head 

We are eager to receive your comments and to answer any of your questions. Feel free to contact us any time!

High-quality service support
In order to be as close as possible to its final customers, AFM-Forest Ltd has developed a wide dealer network around the globe. Profes-
sional, highly trained sales staff and technical-support personnel will assist you in everything from choosing a suitable model and equip-
ment to guaranteeing efficient work with high-quality training, service, and spare parts.

AFM has quick solutions and just the right tools to make your carrier 
a purpose-built forest machine!



AFM-Forest Ltd 
Hakkutie 3 

40320 JYVÄSKYLÄ
FINLAND

Tel +358 20 765 90 50
Fax +358 20 765 90 51

E-mail: sales@afm-forest.fi 
www.afm-forest.fi

Your local AFM dealer:

AFM-Forest Ltd belongs to the highest class (AAA) in the Dun&Bradstreet Credit Rating Classification.


